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1. SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX / CABINET ENTRANCES.

2. MULTIPLE RUNS OF CONDUIT SHALL SHARE SAME DIRECTIONAL BORE AND TERMINATE IN SEPARATE JUNCTION BOXES.
3. DMS STRUCTURE SHALL BE LOCATED OPPOSITE EXISTING STRUCTURE DISPLAYING
4.

“MT HOPE CHURCH RD 1 MILE”.

IDENTIFY AN EXISTING EMPTY CONDUIT, CUT CONDUIT, INSTALL DROP CABLE AND SEAL CONDUIT ENDS.
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CONSTRUCTION NOTE SYMBOLOGY KEY

NUMBER OF
CABLE(S) /LOOPS,
DETECTOR AMPLIFIE

GUYS
46
NSTALL 3 WIRE FEEDER CONDUCTORS INSTALL RIGID, GALVANIZED STEEL RISER WITH INSTALL NEW RISER INTO CABINET BASE 34 | INSTALL CABINET FOUNDATION INSTALL SIDEWALK GUY ASSEMBLY 58 | INSTALL NEW ELECTRICAL SERVICE FOR CCTV /DMS
HEAT SHRINK TUBING (USE EX CONDUIT STUBOUTS WHEN AVAILABLE) NSTALL NEW. POLE MOUNTED CCTV OR DMS /@%
35 | INSTALL BASEZMOUNTED EQUIPMENT CABINET 47 | INSTALL MESSENGER CABLE 59 NUMBER DIAMETER
A INSTALL 4 WIRE FEEDER CONDUCTORS @ INSTALL HEAT SHRINK TUBING RETROFIT KIT INSTALL NEW CONDUIT INTO POLE MOUNTED CABINET RISERSY RISER(SY
36 | INSTALL CCTV CAMERA ASSEMBLY 48 | REMOVE EXISTING COMMUNICATIONS CABLE 40 | MOUNT CCTV CAMERA ASSEMBLY TO DMS CONDUIT(S) CONDUIT(S) (IN)
INSTALL NEW RISER INTO POLE MOUNTED CABINET AND MESSENGER CABLE STRUCTURE WITH EXTENSION POLE
INSTALL CATEGORY 5E CABLE INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
INSTALL ERA METAL POLE AND INSTALL METER BASE /DISCONNECT COMBINATION
37 | BOUREAS Y CAMERA M OLE AN 49 | REMOVE EXISTING COMMUNICATIONS CABLE 61 | PANEL AND WOOD PEDESTAL 5200 SEVENTY SEVEN CENTER DR, SUITE 500
A INSTALL SMFO CABLE @ DIRECTIONAL DRILL CONDUIT @ INSTALL DIGITAL VIDEO ENCODER CHARLOTTE, NORTH CAROLINA 28217 e —
38 | INSTALL STANDARD SIZE JUNCTION BOX 50 | INSTALL CELLULAR MODEM AND ANTENNA 62 | INSTALL DISCONNECT ON CCTV POLE OR DMS (704) 665-4411 NCBEES #F-0326 UNLESS ALL SIGNATURES COMPLETED
INSTALL COAXIAL CABLE BORE AND JACK CONDUIT INSTALL ETHERNET EDGE SWITCH IN CABINET STRUCTURE
Prepared for the Offices of: SEAL
39 | INSTALL SPECIAL-SIZED JUNCTION BOX 51 | INSTALL CABLE STORAGE RACK(S) [SNOW SHOE[SI | 3 | |NSTALL SERVICE POLE
INSTALL INTERCONNECT CENTER, PATCH PANEL, AND STORE 100 FEET OF CABLE —
INSTALL FIBER-OPTIC DROP CABLE ASSEMBLY INSTALL CABLE(S) IN EXISTING CONDUIT e e T shE et A T . iy,
' INSTALL PEDESTAL TYPE SIGN STRUCTURE, Cable Rout 1ng Plan W<w CAro ",
40 | INSTALL OVERSIZED JUNCTION BOX 52 | INSTALL DELINEATOR MARKER 64 | FOUNDATION, AND DMS ASSEMBLY WITH SOV
A INSTALL TRACER WIRE INSTALL CABLE(S) IN. NEW CONDUIT @ INSTALL UNDERGROUND SPLICE ENCLOSURE CAMERA POLE EXTENSION (4 of 6) $ %:.,;Qﬁss /0/1;-;..:7 A
41 | REMOVE EXISTING JUNCTION BOX 53 (SETA%RI_E' %&;LEEE)T OF COMMUNICATIONS CABLE 65 | BOND MESSENGER TO POLE GROUND ST gEAL T iZ2
INSTALL CONDUIT UNDERGROUND INSTALL CABLE(S) IN EXISTING RISER(S) INSTALL AERIAL SPLICE ENCLOSURE L . . =z ' Ha—
Division 7 Guilford/Alamance Counties zoy 019962 : 3
42 | INSTALL WOOD POLE 54 | LASH CABLE(S) TO EXISTING SIGNAL / 66 | INSTALL 10 KVA SINGLE PHASE TRANSFORMER . DAY &, & ST
. . v, * K NJ
@ INSTALL PVC CONDUIT INSTALL CABLE(S) IN NEW RISER(S) @ MODIFY EXISTING SPLICE COMMUNICATIONS CABLE Transportation PLAN DATE:  September 2016 |Reviewens:  J T Brooks ',,'4/;._{?_ .l_‘:lf,..-g N
4, \}
43 | REMOVE EXISTING WOOD POLE 55 | LASH CABLE(S) TO EXISTING MESSENGER CABLE | 67 | REPLACE EXISTING DISCONNECT 750 N. Greenfield Pkuwy., Garner, NC 27529 | PREPARED BY: G B Spell REVIEWED BY:  H A Badgett K2 ,'f‘E‘ b j‘;‘; i
INSTALL RIGID, GALVANIZED STEEL CONDUIT @ INSTALL CABLE(S) IN EXISTING CABINET ENTRANCE @ NOT USED / SCALE REVISIONS INIT. DATE Docusigned by: "
44 | INSTALL AERIAL GUY ASSEMBLY 56 | LASH CABLE(S)TO NEW MESSENGER 0 50 :
INSTALL RIGID, GALVANIZED STEEL RISER WITH INSTALL NEW CONDUIT INTO CABINET BASE ‘ R e A tunny (e bﬁﬂl@dﬁmu/ 2016
WEATHERHEAD (USE EX CONDUIT STUBOUTS WHEN AVAILABLE) REMOVE EXISTING SPLICE CABINET N S el |\ ootk TIRE DATE
45 | INSTALL DOWN GUY ASSEMBLY 57 | MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV/DMS 1"250" CADD Fitename: 2 (0_001_C-5600D_11
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